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PED SIGN

30"X30" W11-2

FLUORESCENT

YELLOW GREEN

NOTE 3, ARROW

24"X12" W16-7PR

FLUORESCENT

YELLOW GREEN

SEE NOTE 1

SEE NOTE 2

NOTES:

1. USE MODEL POLARA, PLAQUE, AND FRAME BDSP-014-B FOR PED PUSH BUTTON.

2. TWO W11-2 OR S1-1 CROSSING WARNING SIGNS (EACH WITH RRFB AND W16-7P PLAQUE) SHALL BE INSTALLED AT

THE CROSSING, ONE ON THE RIGHT-HAND SIDE OF THE ROADWAY AND ONE ON THE LEFT-HAND SIDE OF THE

ROADWAY. IF A MEDIAN EXISTS, THE LEFT-HAND SIDE ASSEMBLY SHOULD BE INSTALLED ON THE MEDIAN.

3. INSTALL RRFB WITH LED INDICATOR FOR PEDESTRIAN ON SIDE OF TRAVEL LANE.

4. SEE STANDARD DETAIL 417 FOR BANDING SPEC AND INSTALLATION.
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WSDOT TYPE

FB POLE 14'
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LED INDICATOR

FACING ROAD.

DRILL 1" HOLE FOR

WIRE CONNECTION

AND RUBBER GROMMET

11/2" HOLE FOR

WIRE CONNECTION.

ELTEC RRFB

CONTROL BOX.

FRONT VIEW

SIDE VIEW

POLE END CAP POLE END CAP
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PUSH BUTTON

FOR

CROSSWALK

WARNING

DEVICE

CROSS WITH

CAUTION

LOCATE HANDHOLE

180 DEG FROM

ROADWAY.

SEE WSDOT SPEC

9-29.7 FOR CONNECTION

MATERIAL REQUIREMENTS.

3# 10 AWG TO

CONTROL BOX.

SEE NOTE 4

FOR BANDING.

R10-25

YELLOW
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